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Technical Values

                                                      

                                          
Description: Double Side Cotton Cloth Tape is cotton cloth coated with natural 
rubber adhesive on both sides giving it a strong adhesion, easy tear and clean 
removal properties. This tape is laminated with polyester or paper release liner. 
It is also available in 320 micron thickness. 

Application : Double Side Cotton Cloth Tape is very good for joining two 
dissimilar surfaces such as signage boards and also can be used in shoe & 
leather industry and as plate mounting tape in printing industry. 

Application Technique: For best results, ensure the surface is clean, dry and
dust free before application of the tape. Apply even and firm pressure for
better adhesion results.

Storage & Shelf Life:  The tape should be stored in cool and dry place and
prolonged exposure to the direct sunlight should be avoided. To obtain best
performance, the product should be used within 12 months from the date of
manufacture.

  DOUBLE SIDE COTTON CLOTH TAPE – 300 MIC – RUBBER 

 

PROPERTIES VALUE 
 Base Material                                                          Cotton Cloth – 120 gsm                                                            

Adhesive                                                                   Natural Rubber 

Temperature Resistance (°C/hr.)                     Adhesive: 80 to 130°C 
Adhesion to Steel (gms/inch)                            1,400/1,800 gms (Opposite Side) 

 

 

 
 

 
 

 
 
 

  

Total Thickness                                                       300 gsm

Elongation (% at break)                                        4%
Roll Ball Tack                                                            2.5 cm 

Open Side Coating Thickness                            40 µm 
Close Side Coating Thickness                            45 µm 

Colour                                                                        White  
Release Liner                                                           Havana Brown / Polyester Liner 


